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CAR OPERATING PANEL (COP)

Dot matrix, 
White, red

Full height COP 
Glass top panel

5.7 inch STN LCD 9 inch STN LCD

COP DISPLAYS

*)

  *)  ■  ACS reader panel is available with 
KONE Access solution

  ■  Key switches also available 
  ■ Glass top panel is available up to   
    CH=2400mm (No limitation in steel)

Flush mounted,  
Brushed

Surface mounted, 
Mirror polished

Full height COP
Steel top panel

225
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0

C
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ht
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0

805

ST4AFP
Silver brushed 
stainless 
steel with 
anti-fingerprint 
coating

MP1 
Silver mirror 
polished 
stainless steel

CB 
Carbon black 
brushed 
stainless 
steel with 
anti-fingerprint 
coating

MP6AFP 
Silver satin 
stainless 
steel with 
anti-fingerprint 
coating

MP8AFP 
Carbon black 
satin stainless 
steel with 
anti-fingerprint 
coating

MP9AFP 
Copper satin 
stainless 
steel with 
anti-fingerprint 
coating

ST21B
Carbon 
black indirect 
brushed 
stainless steel

ST21S 
Indirect 
brushed 
stainless steel

ST2AFP
Gold brushed 
stainless 
steel with 
anti-fingerprint 
coating

ST4LH
Silver long 
hairline brushed 
stainless steel

ST5AFP
Copper brushed 
stainless 
steel with 
anti-fingerprint 
coating

ST6AFP
Bronze brushed 
stainless 
steel with 
anti-fingerprint 
coating

FACEPLATE FINISHING OPTIONS COP:

KDS330 BUTTONS FOR COP AND LANDING DEVICES 
(AUS – button always with Braille)
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DO NOT USE LIFTS IF 
THERE IS A FIRE
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ST4AFP
Silver brushed 
stainless 
steel with 
anti-fingerprint 
coating

MP1 
Silver mirror 
polished 
stainless steel

CB 
Carbon black 
brushed 
stainless 
steel with 
anti-fingerprint 
coating

MP6AFP 
Silver satin 
stainless 
steel with 
anti-fingerprint 
coating

MP9AFP 
Copper satin 
stainless 
steel with 
anti-fingerprint 
coating

ST21S 
Indirect 
brushed 
stainless steel

ST4LH
Silver long 
hairline brushed 
stainless steel

ST6AFP
Bronze brushed 
stainless 
steel with 
anti-fingerprint 
coating

LANDING CALL STATION (LCS)
Flush mounted

LANDING CALL STATION WITH INDICATOR (LCI)
Flush mounted
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LOCK MODULE
Surface mounted 
Thickness 21mm

HALL INDICATOR (HI)
Flush mounted

HALL LANTERN (HL)
Flush mounted

DISPLAY TYPE/COLOUR
■ Segmented LCD: White 
■ Dot-matrix: White, red 

Note: LCD displays have icon, no text.

FINISHES AVAILABLE FOR LCS/LCI:

Surface mounted 
Thickness 29 mm

Surface mounted 
Thickness 33 mm

Surface mounted  
Thickness 21 mm

Surface mounted  
Thickness 21 mm



NEW ZEALAND

NTH  Auckland Ph +64 9 361 9000 
 Wellington Ph +64 4 381 4330

STH  Christchurch Ph +64 3 338 3900 
 Dunedin Ph +64 3 477 5627

 

www.kone.co.nz

KONE OFFICES

AUSTRALIA 

ACT Canberra and  Ph +61 2 6123 2600 
 South West  

NSW Sydney Ph +61 2 9577 7000 
 Newcastle and  Ph +61 2 4949 3333 
 North Coast 

QLD Brisbane Ph +61 7 3270 1810 
 Cairns Ph +61 7 4044 0888 
 Gladstone Ph +61 7 4978 1222 
 Gold Coast Ph +61 7 3270 1889 
 Sunshine Coast Ph +61 7 5493 7000 
 Townsville Ph +61 7 4044 0888

NT Darwin Ph +61 8 8941 4047 

WA Perth Ph +61 8 9270 9000

SA Adelaide Ph +61 8 8130 3800

TAS Hobart Ph +61 3 6231 2045

VIC Melbourne Ph +61 3 9934 8000

 

www.kone.com.au  

October 2021

Contact us to discuss your project needs. 
Our engineers and sales consultants are always available to answer 
questions and provide speedy quotations no matter the job.

This publication is for general informational purposes only and we reserve the right at any time to alter the product design and specifications. No statement this publication contains shall 
be construed as a warranty or condition, express or implied, as to any product, its fitness for any particular purpose, merchantability, quality or representation of the terms of any purchase 
agreement. Minor differences between printed and actual colours may exist. KONE MonoSpace®, KONE EcoDisc®, KONE Care® and People Flow® are registered trademarks of KONE 
Corporation. Copyright © 2019 KONE Corporation.
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