The area over which theldoor opens

Connectionpoint electr.

program-switch

Wallsocket : 230 V. 3x2,5 mm. ?

50 Hz 6 Amp. + earthing

Apply massive wooden beam
75 mm. in the wall construction
and support to the floor

1145

On this centreline it must be
possible to apply the rail with wood
screws nr. 10x80 or tapping screws
M8x50 c.t.c. appr. 500 mm. (holes
drilled by KONE)
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3 m. extra length / 150 |
from box -
min.
4x0,34 mm 2 200

2 built-in boxes

(1x inside + 1x outside)

C-profile 2 mm.

2 mm. 2 mm.
0,6 mm.

Wallsocket 230 V. above the
rail, installation boxes, tubes &
cables, not supplied by KONE

The area where the door

should not be higher then the area in
the door, opening

Wall thickness

W

rests on should be perfectly
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level (max. deviation 0,5 mm. @
A for each door opening) 3
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Frontview wallopening (1:30)

Structural opening width
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Remarks :

The Clear Opening of wallframe straight and angled,

suitable for fixing of alu. adjusting profiles.

The wall and floor finishing must be ready
before installation of the sliding door.

Material of wallframe : Steelplate or alu. tubeprofile
Horizontal wooden beam min. 75 mm. in wall construction.

The wall construction must be strong enough to carry the
doorweight. Lowering of the wall construction must not be

possible.
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Position 1:

Operator length

Struct

ural opening width

Free opening width

Alu. canopy ip cojor RAL-9006

= 600
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‘ Window, 40 mm. isolated
/laminated glass, flush
with doorpanel
o HPL :
o
®

Doorweight : ca. -- kg.

\ 3 pieces BEA Ixio safety\\
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2

sensors (1x inside +
2x outside) by KONE

PGS wired
by KONE

pieces plastic elbow

(

switches with KONE logo

by KONE

x inside + 1x outside)

2 pieces hit and kick
switches (1x inside +
1x outside) by KONE

Frontview with door (1:30)

Structural opening width

Clear opening width

Free opening width

Section A-A (1:2)

BxH= 1200 x 2100 mm.
free passage

Direction = Lefthand

Quantity = 1x

Ceiling
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min. 325
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Free opening height

Clear opening height

Structural opening heigth
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