
Clear Opening width = 1500 -0/+4

Hole for floorcams = 65 mm.

Finished wall

min. 60

Min. free space = 1505
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Clear Opening Doorframe = 1500
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suitable  for fixing
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Frontview wallopening (1:30)

The area where the door

rests on should be perfectly

level (max. deviation 0,5 mm.

for each door opening)

The area the door opens over

should not be higher then the

area in the door opening.
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A

At this centreline wood-bolts nr.

10x80 or tapbolts M8x50 c.a.c. ca.

400.  (holes drilled by KONE)

751345
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Wallsocket : 230 V. 3x2,5 mm. ²

50 Hz 6 Amp.+Earthing

C-profil 2 mm.

4x0,34 mm ²

Apply massive wooden beam

75 mm. thick in wallconstruction

to support on floor.

C-profil 2 mm.

0,6 mm.

2 mm.
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2 m. extra cable
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min. 200

150

1x connectionpoint

 for wired PGS)

Grounding K3

Door+rail NEN-1010)

2
0
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±50

Built-in boxes:

(4x for magic switch, built-in)

(2x for Emergency stop

 Pushbutton flush ass.)

Wcd + 230 V. wall socket above

the rail, built-in boxes, tubles &

cables, not supplied by KONE
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Alu. adjusting

profiles

by KONE

15001505

Length canopy = 3065

Frontview with door(1:30)

Formica F2770

Sarum Grey on both sides

60

Canopy Alu. RAL-9006

4 pcs. magic switch,  built-in

 2 for half opening and

2 for fully opening (2x inside +

2x outside) by KONE

1
2
0
0

3x BEA Ixio safety sensor

(1x inside en 2x outside)

by KONE

PGS wired built-up

with 8 wires,

5m cable

by KONE

Alu. door and frameprofiles:

only in anodic naturel

Doorweight : ca. 122 kg.

380800380
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Automation: HS-A2 incl. Electric lock (powerless unlocked)

VP with 40 mm. isolated/

laminated glass (flush)

Emergency stop Pushbutton

Flush ass.

(2x) by KONE
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Section A-A (1:2)

Copyright by KONE

A:

B:

C:

Projectie ISO-128

Accustraat 21

Postbus 94

3900 AB Veenendaal

Tel.: 0318 - 532333

Fax: 0318 - 532339

A

B x H =

Opening Direction =

Quantity =

Remarks :

The opening of wallframe straight and angled, finished wall

and floor must be ready before installation of the slidingdoor.

Massive wooden beam in wallconstruction,

min. 75 mm. thickness

1400 x 2100 mm.

   Lefthand

3x

free passage

Title:

Order number:

Date:

Drawn by: Paper size:

Scale:

Page no.:

Drawing number:

Revision number:

KONE Hermetic Door M5 standard with wall frame on operator side only
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